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HFPX series

Selective solar water heaters
stainless steel INOX 316L

Full plate copper
Ultrasonic welded

Collector FPS -
Solar keymark certified &=

HFPX 120/2 HFPX 150/2 HFPX 150/2.4 HFPX 150/3

® Flat roof

[
| HELILMAL

2122312 2122412

2121212

Collectors surface

Inclination 220 - 48°

Orientation South *15°

Storage tank capacity 120 It 150 It 150 It 150 It
Width W1 (cm) 71 89 89 89
Width W2 (cm) 108 108 128 212
Height H (cm) 215 215 215 185
Lenght L (cm) 185 185 185 146

¥ Inclined roof

2121222 2122222 2122322
Width W1 (cm) 110 110 128 212

Height H (cm) 260 260 260 200




HFPX series

Selective solar water heaters
stainless steel INOX 316L

Full plate copper
Ultrasonic welded

Collector FPS -
Solar keymark certified &=

¥ Flat roof

HELICNAL

2123412

Collectors’ surface

HFPX 200/3

HFPX 200/4

f
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2123512

4 m?
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HFPX 250/4
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2124512
4 m?

Inclination 220 - 48°

Orientation South *15°

Storage tank capacity 200 It 200 It 250 It
Width W1 (cm) 89 108 108
Width W2 (cm) ' 212 212 212
Height H (cm) 185 220 215
Lenght L (cm) ' 146 185 185

¥ Inclined roof

a 78
o ~ / 2 i ~ /
Code | 2123422 | 2123522 \ 2124522
Width W1 (cm) 212 212 212
Height H (cm) _ 200 260 260
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The new series of selective water heaters HFPX combines ultra high performance with top
strength and reliability. The HFPX series products is equipped with boilers made of stainless steel
316L solar panels and selective surface copper oxide coated titanium vacuum.

The new HFPX series is the top choice of solar water level of performance and quality.

BX Hot water storage tank

Double wall

heat exchanger 1,5 mm Storage tank 2mm INOX 316L

<« Outer cover made of
stainless steel INOX 304

J [Electric heating element 4kW with adjustable
safety thermostat (30°-80°C) and magnesium
R b e foarn g}({:g}::a bar ©22x300mm for anodic
) 3 protection DIN 4753

FPS Selective Solar Thermal Collector

Mistlite low iron cover
extra clear tempered 4mm

Ultrasonic Welded

Copper tube
210

Full plate selective
blue copper sheel

Double EPDM
sealant
. Header @22
Aluminum frame S copper tube

Back plate insulation
rockwool 40mm

Side insulation

Rockwool Back plate
30mm galvalumin
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